Disclosure to Promote the Right To Information

Whereas the Parliament of India has set out to provide a practical regime of right to information for citizens to secure access to information under the control of public authorities, in order to promote transparency and accountability in the working of every public authority, and whereas the attached publication of the Bureau of Indian Standards is of particular interest to the public, particularly disadvantaged communities and those engaged in the pursuit of education and knowledge, the attached public safety standard is made available to promote the timely dissemination of this information in an accurate manner to the public.

“जानने का अधिकार, जीने का अधिकार”
Mazdoor Kisan Shakti Sangathan
“The Right to Information, The Right to Live”

“पुराने को छोड़ नये के तरफ”
Jawaharlal Nehru
“Step Out From the Old to the New”

Indian Standard
PHOTOGRAPHY — DETERMINATION OF FLASH GUIDE NUMBERS

ICS 37.040.10

© BIS 1998

BUREAU OF INDIAN STANDARDS
MANAK BHAVAN, 9 BAHADUR SHAH ZAFAR MARG
NEW DELHI 110002

November 1998

Price Group 3
NATIONAL FOREWORD

This Indian Standard which is identical with ISO 1230 : 1992 'Photography — Determination of flash guide numbers', issued by the International Organization for Standardization (ISO), was adopted by the Bureau of Indian Standards on the recommendations of the Photographic Equipments Sectional Committee and approval of the Light Mechanical Engineering Division Council.

The text of ISO Standard has been approved as suitable for publication as Indian Standard without deviations. Certain conventions are, however, not identical to those used in Indian Standards. Attention is drawn especially to the following:

a) Wherever the words 'International Standard' appear referring to this standard, they should be read as 'Indian Standard'.

b) Comma (,) has been used as a decimal marker while in Indian Standards, the current practice is to use a point (.) as the decimal marker.

In this adopted standard, reference appears to ISO 2827. The Indian Standard IS 14621 : 1998 'Photography — Electronic flash equipment — Determination of light output and performance' which is identical to ISO 2827 is to be substituted in its place.

The concerned technical committee has reviewed the provisions of ISO 1229 referred in this adopted standard and has decided that it is acceptable for use in conjunction with this standard.

For the purpose of deciding whether a particular requirement of this standard is complied with, the final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance with IS 2 : 1960 'Rules for rounding off numerical values (revised)'. The number of significant places retained in the rounded off value should be the same as that of the specified value in this standard.
Indian Standard
PHOTOGRAPHY — DETERMINATION OF FLASH GUIDE NUMBERS

1 Scope

This International Standard specifies the definition and determination of the ISO guide numbers of flash light sources for general photographic use, including expendable photoflash lamps with and without integral reflectors and electronic flash equipment. Definitions and measuring methods for the light output of photoflash lamps without integral reflectors are specified in ISO 1229. Definitions and measuring methods for the light output of electronic flash equipment are specified in ISO 2827.

NOTE 1: The same technique may be used for measurement of light output of photoflash lamps with integral reflectors.

2 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions of this International Standard. At the time of publication, the editions indicated were valid. All standards are subject to revision, and parties to agreements based on this International Standard are encouraged to investigate the possibility of applying the most recent editions of the standards indicated below. Members of IEC and ISO maintain registers of currently valid International Standards.


3 Definitions

For the purposes of this International Standard, the following definitions apply.

3.1 reflector factor: The amplification of the luminous intensity taking the beam intensity in a solid angle $2 \times 5^\circ$ around the axis of the reflector of the flash equipment compared to that from a bare lamp in a direction perpendicular to the axis of the lamp.

3.2 guide number (GN): The product of the camera lens $f$-number required for a suitable exposure on a film and the distance from the flash light source to the subject, in metres, with respect to the ISO speed of the film to be used.

3.3 ISO guide number (ISO/GN): The guide number, expressed in metres, for a film of speed ISO 100/21°, "X" synchronization, an exposure of $1/30$ s and, in the case of an expendable photoflash lamp without integral reflector, a reflector factor of 5 (see clause 5).

4 Method for measuring reflector factor

4.1 Measurements of luminous intensity (in candelas) shall be carried out in a room with non-reflecting walls at a distance of at least 2 m or twelve times the reflector diameter, whichever value is the greater. For this purpose, normal photoflash lamps intended for equipment with reflectors shall be used.

4.2 Sufficient quantities of photoflash lamps shall be measured so as to ensure good average values; starting at the reflector axis, these measurements shall be carried out in all directions of interest so that the reflector factor may be calculated.

5 Reflector factors for flash lamp equipment

If the reflector factor of any equipment for expendable photoflash lamps otherwise complying with this International Standard differs materially from the value 5, a correction factor shall be published by the manufacturer of the equipment. This shall be marked on the equipment or included as part of the standard instructions supplied with it, enabling the ISO guide number of the photoflash lamp to be transformed to a guide number for the combination of lamp and flash equipment.
6 Formulae for calculating ISO guide number (ISO/GN)

6.1 ISO guide numbers in metres shall be obtained from the following formulae:

for photoflash lamps (without integral reflectors):
\[ \text{ISO/GN} = \sqrt{0.21 \cdot Q} \]

for electronic flash equipment or photoflash lamps (with integral reflectors):
\[ \text{ISO/GN} = \sqrt{0.52 \cdot \int I \, dt} \]

where
- \( Q \) is the light output of a photoflash lamp (without integral reflector) in lumen seconds (see ISO 1229);
- \( \int I \, dt \) is the time integral of the luminous intensity of electronic flash equipment or photoflash lamps (with integral reflectors) in candela seconds (see ISO 2827).

6.2 Guide numbers for film of any ISO speed other than 100 may be obtained from the following formula:
\[ G_{N_{ISO \cdot S}} = (\text{ISO/GN}) \cdot \sqrt{\frac{S}{100}} \]

where
- \( S \) is the ISO speed (arithmetic) of the film.

7 Designation of guide number

Designation of guide numbers on products or instructions should be rounded to two significant digits and followed by metres. When a guide number does not express the ISO guide number (i.e. for films other than those of ISO speed 100 [arithmetic]), the ISO speed of the film should follow in parentheses.

EXAMPLES
ISO/GN: 20 metres
GN: 40 metres (ISO 400)

1) For ISO guide numbers in feet, see annex A.
2) For explanation of guide number equation, see annex B.
3) For designation of guide number in feet see A.2.
Annex A
(informative)

Calculating ISO guide number in feet

A.1 Conversion factor

ISO guide numbers in feet can be obtained from the metre guide numbers by multiplying by the factor 3.28.

A.2 Designation of guide number in feet

Designation of guide numbers on products or instructions should be rounded to two significant digits and followed by feet. When a guide number does not express the ISO guide number (for films other than those of ISO speed 100 [arithmetic]), the ISO speed of the film should follow in parentheses.

EXAMPLES

<table>
<thead>
<tr>
<th>ISO/GN:</th>
<th>20 metres</th>
</tr>
</thead>
<tbody>
<tr>
<td>ISO/GN:</td>
<td>66 feet</td>
</tr>
<tr>
<td>GN:</td>
<td>40 metres (ISO 400)</td>
</tr>
<tr>
<td>GN:</td>
<td>130 feet (ISO 400)</td>
</tr>
</tbody>
</table>
Annex B  
(informative)

Explanation of guide number equation

B.1 Electronic flash

In the case of illuminating the object by means of an electronic flash light source, ISO 5763 gives the exposure $H_F$, in lux seconds, in the focal plane of a camera as:

$$H_F = \frac{b q I_0}{A^2 d^2} \int I dt$$  \hspace{1cm} (B.1)

where

- $b$ is a constant, mainly for radiation attenuation in the camera lens, and is considered to be $0.65 \text{ lx}\cdot\text{m}^2\cdot\text{cd}^{-1}$ for a representative lens;
- $q$ is the luminance coefficient, in candelas per square metre per lux, of the object, which has a standard value of $q = 0.08 \text{ cd}\cdot\text{m}^{-2}\cdot\text{lx}^{-1}$; this corresponds to a reflectance of about 25% for a uniform diffuser;
- $\Omega_0$ is the solid angle = 1 sr;
- $A$ is the $f$-number of the camera lens;
- $d$ is the distance from the light source to the object, in metres;
- $\int I dt$ is the time integral of the luminous intensity of the light source, in candelas.

From the definition of the guide number in this International Standard it follows that:

$$\text{GN} = A d$$ \hspace{1cm} (B.2)

From ISO 2721, the nominal (normal) exposure $H_F$ in the focal plane for films of ISO speed $S$ (arithmetic) should be:

$$H_F = \frac{10}{S}$$ \hspace{1cm} (B.3)

Equations (B.1), (B.2) and (B.3) may be combined to yield:

$$\frac{10}{S} = \frac{b q}{(\text{GN})^2} \int I dt$$  \hspace{1cm} (B.4)

Substituting the values $b = 0.65$ and $q = 0.08$:

$$\text{GN} = \sqrt{5.2 \times 10^{-3} S \int I dt}$$ \hspace{1cm} (B.5)

When $S = 100$:

$$\frac{\text{ISO/\text{GN}}}{} = \sqrt{0.52 \int I dt}$$ \hspace{1cm} (B.6)

NOTE 2 In ISO 1230:1973, the constant $C$ in the formulae for calculating guide numbers was given as $4.5 \times 10^{-3}$ based on the results of many experiments and experiences. Since then, many related International Standards, such as ISO 2240[4], ISO 2721[5] and ISO 5763[6] have been established. In order to coincide with these International Standards, the constant $C$ should have been amended to $4.6 \times 10^{-3}$. However, in the formulae in ISO 1230:1973, $0.3$ was adopted as the metre/foot conversion factor. When $1/3.28 = 3.048 \times 10^{-1}$ is applied as defined in this second edition of this International Standard (see A.1), $C$ should remain at $4.5 \times 10^{-3}$ (precisely $4.454 \times 10^{-3}$). Therefore the formulae given in this edition of this International Standard do not cause any inconvenience in practical applications.

B.2 Expendable photoflash lamps without integral reflectors

In the case of expendable photoflash lamps without integral reflectors, the value $I(\int dt)$ corresponds to $MQ/4\pi$, where $M$ is the reflector factor (by definition in this International Standard, $M = 5$), and $Q$ is the light output of the flash lamps in lumen seconds (see ISO 1229).

$$\text{GN} = \sqrt{\frac{5.2 \times 10^{-3}}{4\pi} Q S}$$ \hspace{1cm} (B.7)

$$\text{GN} = \sqrt{2.1 \times 10^{-3} Q S}$$ \hspace{1cm} (B.8)

When $S = 100$:

$$\frac{\text{ISO/\text{GN}}}{} = \sqrt{0.21 Q}$$ \hspace{1cm} (B.9)
Annex C
(informative)

Bibliography


4) To be published. (Revision of ISO 517:1973)

5) To be published. (Revision of ISO 2240:1982)
Bureau of Indian Standards

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote harmonious development of the activities of standardization, marking and quality certification of goods and attending to connected matters in the country.

Copyright

BIS has the copyright of all its publications. No part of these publications may be reproduced in any form without the prior permission in writing of BIS. This does not preclude the free use, in the course of implementing the standard, of necessary details, such as symbols and sizes, type or grade designations. Enquiries relating to copyright be addressed to the Director (Publication), BIS.

Review of Indian Standards

Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian Standards should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue of "BIS Handbook" and "Standards Monthly Additions"

This Indian Standard has been developed from Doc: No. LM 24 (0182).

Amendments Issued Since Publication

<table>
<thead>
<tr>
<th>Amend No.</th>
<th>Date of Issue</th>
<th>Text Affected</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

BUREAU OF INDIAN STANDARDS

Headquarters:
Manak Bhavan, 9 Bahadur Shah Zafar Marg, New Delhi 110002
Telephones: 323 01 31, 323 33 75, 323 94 02

Regional Offices:
Central : Manak Bhavan, 9 Bahadur Shah Zafar Marg
          NEW DELHI 110002
          Telephone
          323 76 17, 323 38 41

Eastern : 1/14 C.I.T. Scheme VII M, V.I.P. Road, Maniktola
          CALCUTTA 700054
          Telephone
          337 84 99, 337 85 61
          337 86 26, 337 91 20

Northern : SCO 335-336, Sector 34-A, CHANDIGARH 160022
          Telephone
          60 38 43
          60 20 25

Southern : C.I.T. Campus, IV Cross Road, CHENNAI 600113
          Telephone
          235 02 16, 235 04 42
          235 15 19, 235 23 15

Western : Manakalaya, E9 MIDC, Marol, Andheri (East)
          MUMBAI 400093
          Telephone
          832 92 95, 832 78 58
          832 78 91, 832 78 92

Branches : AHMADABAD. BANGALORE. BHOPAL. BHUBANESHWAR.
           COIMBATORE. FARIDABAD. GHAZIABAD. GUWAHATI.
           HYDERABAD. JAIPUR. KANPUR. LUCKNOW. NAGPUR.
           PATNA. PUNE. THIRUVANANTHAPURAM.

Printed at Dee Kay Printers, New Delhi, India