Disclosure to Promote the Right To Information

Whereas the Parliament of India has set out to provide a practical regime of right to information for citizens to secure access to information under the control of public authorities, in order to promote transparency and accountability in the working of every public authority, and whereas the attached publication of the Bureau of Indian Standards is of particular interest to the public, particularly disadvantaged communities and those engaged in the pursuit of education and knowledge, the attached public safety standard is made available to promote the timely dissemination of this information in an accurate manner to the public.

“जानने का अधिकार, जीने का अधिकार”
Mazdoor Kisan Shakti Sangathan
“The Right to Information, The Right to Live”

“पुराने को छोड़ नये के तरफ”
Jawaharlal Nehru
“Step Out From the Old to the New”


“ज्ञान में एक नये भारत का निर्माण”
Satyanarayan Gangaram Pitroda
“Invent a New India Using Knowledge”

“ज्ञान एक ऐसा खजाना है जो कभी चुराया नहीं जा सकता है”
Bhartrhari—Nitisatakam
“Knowledge is such a treasure which cannot be stolen”
Indian Standard

DRYING, PRE-HEATING AND COMMISSIONING OF FURNACE INSTALLATIONS, STEAM BOILERS, INDUSTRIAL KILNS AND CHIMNEYS — RECOMMENDATIONS

© BIS 1997

BUREAU OF INDIAN STANDARDS
MANAK BHAVAN, 9 BAHADUR SHAH ZAFAR MARG
NEW DELHI 110002

September 1997

Price Group 2
FOREWORD

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the Industrial Fuel-Fired Furnaces Sectional Committee had been approved by the Metallurgical Engineering Division Council.

Furnace installations, steam boilers, industrial kilns and chimneys used for various industrial applications, after installation are required to be dried and pre-heated before they are commissioned for the intended use. This standard outlines various precautions to be taken with regard to necessary work and the entire installation before putting to use.

In the preparation of this standard, necessary assistance has been derived from DIN 285:1970 Furnace installations, steam boilers, industrial kilns and chimneys: Directives for drying, pre-heating and putting into service, issued by DIN Deutsches Institut Für Normung.
Indian Standard

DRYING, PRE-HEATING AND COMMISSIONING OF FURNACE INSTALLATIONS, STEAM BOILERS, INDUSTRIAL KILNS AND CHIMNEYS — RECOMMENDATIONS

1 SCOPE
This standard outlines the recommendations for the drying pre-heating and commissioning of furnace installations, steam boilers, industrial kilns and chimneys.

1.1 This standard does not cover chemical furnaces.

2 REFERENCES
The following Indian Standards are necessary adjuncts to this standard:

<table>
<thead>
<tr>
<th>IS No.</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>1649 : 1962</td>
<td>Code of practice for design and construction of flues, chimneys for domestic heating appliances (first revision)</td>
</tr>
<tr>
<td>8849 : 1991</td>
<td>Glossary of terms relating to fuel fired industrial furnaces (first revision)</td>
</tr>
</tbody>
</table>

3 TERMINOLOGY
For the purpose of this standard, the following definitions in addition to those given in IS 8849 shall apply.

3.1 Furnaces
Furnace installations according to this standard are installations in which various types of fuels are burnt. They also include the fuels and waste gas channels or pipes.

3.2 Steam Boilers
Steam boilers are vessels or arrangements of pipes in which steam or hot water is produced.

3.3 Industrial Kilns
Industrial kilns as per this standard are all technological process equipment in which a material is treated with heat.

3.4 Chimneys
Chimneys for the purpose of this standard are all structures conforming to or designed according to IS 1649.

3.5 Drying
Drying according to this standard is the process by which harmful moisture is removed from the masonry.

3.6 Pre-heating (Starting Up)
This is the process by which an installation is heated up to the service temperature.

3.7 Commissioning
Commissioning is the point of time at which the installation begins its intended service fully or partially.

3.8 Masonry
For the purpose of this standard, masonry shall mean all parts made of inorganic, non-metallic substances. The specifications contained in this standard for masonry apply correspondingly also for reinforced concrete, concrete and monolithic structural masses.

4 GENERAL
4.1 Newly erected masonry in furnace installations, steam boilers, industrial kilns, waste gas ducts, chimneys and also repair masonry at these installations shall be dried before they are started up either for the first time of subsequent to shut down for any reason.

4.2 The period of drying depends on the size, the type, and the thickness of the masonry, the materials used in the construction and their moisture content. The life of the masonry and the operations reliability of the installations depend on how properly the drying has been carried out. The supplier/manufacturer should, therefore provide a suitable heating curve suggesting rate of temperature rise, duration of soak and the total drying period.

4.3 For drying, hot air or combustible gases can be used. Sometimes steam or hot water in the pipe lines of steam boilers is also used for this purpose.
4.4 Before starting the drying it must be checked whether the installation to be dried meets with the relevant safety requirements.

4.5 The drying fire shall be so arranged that the difference in heating is not much. If required the endangered portions shall be shielded off.

4.6 The moisture required for the setting of the mortar, concrete or ramming clay should not be removed by too rapid drying.

4.7 When drying and starting up the furnace the temperature should be increased slowly. In this process care should be taken to see that the heat reaches all the parts of the installation fairly uniformly.

4.8 During the process of drying of the masonry of installations in which there is danger of corrosion or damage due to the action of moisture, necessary precautions should be taken into consideration.

4.9 If the installation is not put into operation immediately after the drying, a fresh drying may be necessary before commissioning it.

4.10 It is advisable to monitor by measurements the temperature of the drying gas.

4.11 All equipment items of the furnace installation which are required for drying shall be provided before the start with the required safety system.

4.12 If during the drying and starting up, work is carried out in the region of the furnace installation, the waste gases shall be led away in such a manner that there is no danger to the working personnel.

4.13 For properly leading away the drying gases and the generated steam, suitable measures shall be taken. It must be observed that steel structures like steel recuperators that come into contact with the waste gas are more likely to corrode.

4.14 A suitable technical staff of the manufacturer or of the installing agency shall supervise the drying, the starting up and commissioning of the installation. After the drying, it shall be checked whether the masonry has sufficiently dried in all parts. If necessary the drying shall be continued.

4.14.1 Additionally for the drying, starting up and commissioning the special requirements of the supplier shall be met.

5 DRYING AND COMMISSIONING OF STEAM BOILER

5.1 To obtain a slow drying of the masonry and to prevent harmful steam pressure, the temperature of the refractory walls on the fire side shall be 80°C in the first 2 days of the drying. From the third to the fifth day the temperature on the refractory walls shall be slowly increased up to 150°C. From the sixth day onward this temperature shall be maintained over the entire period of drying.

5.2 The period of drying depends on the inside wall area and the wall thickness. An approximate empirical correlation between drying period inside wall area and the wall thickness is given in Table 1.

### Table 1 Drying Period for Steam Boilers (Clause 5.2)

<table>
<thead>
<tr>
<th>Inside Wall Area of the Installation</th>
<th>Drying Period, Days</th>
<th>Wall Thicknesses, mm</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Up to 300 mm (1)</td>
<td>Over 300 mm (2)</td>
</tr>
<tr>
<td></td>
<td>Over 450 mm (3)</td>
<td>Over 450 mm (4)</td>
</tr>
<tr>
<td>Upto 100</td>
<td>10</td>
<td>12</td>
</tr>
<tr>
<td>Over 100 up to 500</td>
<td>12</td>
<td>14</td>
</tr>
<tr>
<td>Over 500 up to 1000</td>
<td>14</td>
<td>16</td>
</tr>
<tr>
<td>Over 1 000 up to 1 500</td>
<td>16</td>
<td>18</td>
</tr>
<tr>
<td>Over 1 500 up to 2 500</td>
<td>18</td>
<td>20</td>
</tr>
</tbody>
</table>

NOTE — However drying period should actually be decided based on the recommendations of the supplier/manufacturer.

5.3 The drying shall be carried out according to the type of the steam boilers, namely:

a) for coal dust, oil and gas firing with a pipe system with hot water or steam on the refractory walls,

b) for grate firing with wood, briquette or coal fire which is open and correspondingly distributed over the grate.

c) For grate firing with a pipe system lying on the refractory walls (for example in the case of refuse incinerators) combined with open fire for the free surface of the refractory walls and, if possible, with steam or hot water for the refractory walls covered with a pipe system.

5.4 For the period of drying, the plate lining shall be so placed that the water can escape. The lower joint of the plate should be welded only after the drying. In the case of return shafts it is recommended, that the individual joints should not be welded all round pressure tight, with spaces equally distributed over the periphery left unwelded to permit the water to escape (so called skip welding).

5.5 For removing the cold air masses in the lower part of the firing, where possible, a fire shall be maintained below the funnel outlet during the entire period of drying.

5.6 The waste gas shutting device and also the explosion flaps or entry doors directly below the boiler top shall be kept open during the drying.

5.7 Sufficient air should be passed through to entrain the water seeping from the masonry.
5.8 In the case of steam boilers with fusion firing, the fusion chamber mass shall be brought in only after the drying of the masonry and after rinsing and cleaning operations at high temperatures can be adopted for drying the masonry. The fuse chamber mass brought in should be dried with the steam or hot water directed through the pipe system. Here the temperature in the pipe system shall be 80°C for 4 to 6 hours. Finally, for a further 3 to 4 hours in the temperature should be increased to 150°C to 160°C. The installation should then be started up and fully put into service. Any recommendations of the manufacturer of fuse chamber masses shall be observed.

5.9 If the walling in (embedding) is enclosed by an inner welded plate lining or a pipe wall and an outer plate lining, this should be taken into account in the drying period. Clauses 5.1, 5.2, 5.3 and 5.4 apply with the provision that the drying period is correspondingly lengthened. The drying period depends on the wall area and the wall thickness. An approximate empirical relationship is given in Table 2.

### Table 2 Drying Period for Steam Boilers with External and Internal Plate Lining

<table>
<thead>
<tr>
<th>Inner Wall Area of the Plant, m²</th>
<th>Drying Period in Days for Wall Thicknesses</th>
<th>Up to 300 mm</th>
<th>Over 300 mm</th>
<th>Over 450 mm</th>
</tr>
</thead>
<tbody>
<tr>
<td>(1)</td>
<td>(2)</td>
<td>(3)</td>
<td>(4)</td>
<td></td>
</tr>
<tr>
<td>Up to 100</td>
<td></td>
<td>16</td>
<td>21</td>
<td>28</td>
</tr>
<tr>
<td>Over 100 up to 500</td>
<td></td>
<td>18</td>
<td>26</td>
<td>30</td>
</tr>
<tr>
<td>Over 500 up to 1000</td>
<td></td>
<td>20</td>
<td>28</td>
<td>32</td>
</tr>
<tr>
<td>Over 1 000 up to 1 500</td>
<td></td>
<td>22</td>
<td>30</td>
<td>34</td>
</tr>
<tr>
<td>Over 1 500 up to 2 500</td>
<td></td>
<td>24</td>
<td>32</td>
<td>36</td>
</tr>
</tbody>
</table>

5.10 In the case of lining of the return shaft through which the hot flue gases are sucked from the fire room to the drying of the coal, the drying should be done in relation with the drying of the embedding of the steam boilers. A heat source with air feed should be provided below each shaft for the period of the drying of the installation. This heat source and air feed shall be as per the dimensions of the return shaft.

6 DRYING, PREHEATING AND COMMISSIONING OF INDUSTRIAL FURNACES AND KILNS

To obtain a slow drying of the masonry and to prevent harmful gas pressure, the following steps should be taken:

- **a)** Air drying for 24 h;
- **b)** Slowly raise the temperature to 80°C at the rate of 20°C/h and hold for 24 h minimum;
- **c)** Raise the temperature to 150°C at the rate of 20°C/h and hold for 24 h minimum;
- **d)** Raise the temperature to 500-550°C at the rate of 50°C/h and hold for 24 h minimum;
- **e)** Raise the temperature to 750-800°C at the rate of 100°C/h and hold for 48 h minimum; and
- **f)** Raise the temperature to working temperature at the rate of 100°C/h.

NOTE — However drying period should actually be decided based on the recommendations of the supplier/manufacturer.

7 DRYING OF CHIMNEYS

7.1 General

Each chimney, except steel chimneys without lining, shall be dried. The period of drying and drying temperature depend on the design and prescribed operating temperature. The higher the operating (service) temperature the more thorough should be the drying. The general guidelines on drying of chimneys are given in Table 3.

7.1.1 The drying should be continued till all the masonry is exposed to a temperature of over 80°C and it is assured that they no longer contain any damaging moisture. Provisions of 4.6 should be specially complied with.

7.1.2 The drying temperature should be so chosen that in the parts of the masonry which still contain moisture there is no harmful steam generation.

7.2 Drying Process

7.2.1 Natural Drying

In the case of hot and dry weather, natural drying takes place even during the construction work. It shall be determined in each case, separately whether such natural drying is sufficient. In the case of high heated hot chimneys and hot chimneys the natural drying is not sufficient.

7.2.2 Artificial Drying

7.2.2.1 The artificial drying should be resorted to if the natural drying is not sufficient because of the chimney design, the intended operating temperature and the climatic and weather conditions during the construction period and till the chimney is taken in service.

7.2.2.2 For drying the shaft masonry that is not protected by lining and the lining masonry, the drying shall proceed in such a way that during the first two days the temperature of the drying gases at the foot of the chimney is raised slowly till 80°C. The gas temperature is then raised during the next two days to 120°C and this temperature should be continuously maintained for a period of ten days. The introduced heat quantity should be according to the chimney size. A partial covering of the chimney is recommended.
Table 3 Recommendations for the Drying of Chimneys
(Clauses 7.1)

<table>
<thead>
<tr>
<th>Types of Chimney</th>
<th>Cold Chimneys with Operating Temperature 100°C Max</th>
</tr>
</thead>
<tbody>
<tr>
<td>(1) Chimneys without lining and with partial lining</td>
<td>(2) Only natural drying as per 7.2.2.1 and heating to service temperature as per 7.2.2.3 required</td>
</tr>
<tr>
<td>Chimneys with lining till mouth without ventilated intermediate space</td>
<td></td>
</tr>
<tr>
<td>Chimneys with lining till mouth with ventilated intermediate space</td>
<td>(3) Only drying required as per 7.2.2.1 followed by increasing the drying temperature till service temperature as per 7.2.2.3 is achieved</td>
</tr>
<tr>
<td>Modestly Heated Hot Chimneys with Operating Temperature 100-160°C</td>
<td>160-200°C</td>
</tr>
<tr>
<td>(4) Drying as per 7.2.2.1 followed by as per 7.2.2.2 and 7.2.2.3</td>
<td></td>
</tr>
<tr>
<td>Strongly Heated Hot Chimneys with Operating Temperature 200-300°C</td>
<td></td>
</tr>
<tr>
<td>(5) Drying as per 7.2.2.1 followed by as per 7.2.2.2 and 7.2.2.3</td>
<td></td>
</tr>
<tr>
<td>Hot Chimneys with Operating Temperature Above 300°C</td>
<td></td>
</tr>
<tr>
<td>(6) Drying as per 7.2.2.1 followed by as per 7.2.2.2 and 7.2.2.3</td>
<td></td>
</tr>
</tbody>
</table>

7.2.2.3 For the drying of the shaft masonry protected by lining, the following procedure is applicable.

When the drying temperatures are as per 7.2.2.2, the rise being effected within a further 12 days in the case of unventilated intermediate space and within a further 10 days in the case of ventilated intermediate space. Within a further 4 days the drying temperature should then be raised to 200°C.

7.2.2.4 If the provided service temperature is higher than the temperature used for drying, then, after drying, the gas temperature should be increased uniformly by 25°C per 24 hour till the service temperature is obtained.

7.2.2.5 If the commissioning is done after sufficient natural drying, the temperature of the gas should be raised at the rate of 25°C/24 hours till the service temperature is reached.

7.2.2.6 If the commissioning does not immediately follow the finishing of the constructions, measures shall be taken to protect the chimney against the weather.

7.2.2.6.1 If there is a danger that by delaying the drying damage may result, the drying shall be done immediately after finishing the construction. Before commissioning the procedure as given in 4.9 shall, then, be followed.
Bureau of Indian Standards

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote harmonious development of the activities of standardization, marking and quality certification of goods and attending to connected matters in the country.

Copyright

BIS has the copyright of all its publications. No part of these publications may be reproduced in any form without the prior permission in writing of BIS. This does not preclude the free use, in the course of implementing the standard, of necessary details, such as symbols and sizes, type or grade designations. Enquiries relating to copyright be addressed to the Director (Publications), BIS.

Review of Indian Standards

Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian Standards should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue of 'BIS Handbook' and 'Standards: Monthly Additions'.

This Indian Standard has been developed from Doc : No. MTD 26 ( 3117 ).

Amendments Issued Since Publication

<table>
<thead>
<tr>
<th>Amend No.</th>
<th>Date of Issue</th>
<th>Text Affected</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

BUREAU OF INDIAN STANDARDS

Headquarters:

Manak Bhavan, 9 Bahadur Shah Zafar Marg, New Delhi 110002
Telephones : 323 01 31, 323 33 75, 323 94 02

Regional Offices :

Central : Manak Bhavan, 9 Bahadur Shah Zafar Marg
NEW DELHI 110002
Telephone : 323 76 17
323 38 41

Eastern : 1/14 C. I.T. Scheme VII M, V. I. P. Road. Maniktola
CALCUTTA 700054
Telegram : Manaksanstha
/Common to all offices/

Northern : SCO 335-336, Sector 34-A, CHANDIGARH 160022

Southern : C. I. T. Campus, IV Cross Road, CHENNAI 600113

Western : Manakalaya, E9 MIDC, Marol, Andheri (East)
MUMBAI 400093

Branches : AHMADABAD, BANGALORE, BHOPAL, BHUBANESHWAR, COIMBATORE,
FARIDABAD, GHAZIABAD, GUWAHATI, HYDERABAD, JAIPUR, KANPUR,
LUCKNOW, NAGPUR, PATNA, PUNE, THIRUVANANTHAPURAM.

Printed at Printograph, New Delhi, Ph : 5726847