Disclosure to Promote the Right To Information

Whereas the Parliament of India has set out to provide a practical regime of right to information for citizens to secure access to information under the control of public authorities, in order to promote transparency and accountability in the working of every public authority, and whereas the attached publication of the Bureau of Indian Standards is of particular interest to the public, particularly disadvantaged communities and those engaged in the pursuit of education and knowledge, the attached public safety standard is made available to promote the timely dissemination of this information in an accurate manner to the public.

“जानने का अधिकार, जीने का अधिकार”
Mazdoor Kisan Shakti Sangathan
“The Right to Information, The Right to Live”

“पुराने को छोड़ नये के तरफ”
Jawaharlal Nehru
“Step Out From the Old to the New”


“ज्ञान एक ऐसा खजाना है जो कभी चुराया नहीं जा सकता है”
Bhartrhari—Nitisatakam
“Knowledge is such a treasure which cannot be stolen”
Indian Standard

AUTOMOTIVE VEHICLES — SEATS, THEIR ANCHORAGES AND HEAD RESTRAINTS FOR CATEGORY M1 — SPECIFICATION

ICS 43.040.60

© BIS 2005

BUREAU OF INDIAN STANDARDS
MANAK BHAVAN, 9 BAHADUR SHAH ZAFAR MARG
NEW DELHI 110002

September 2005

Price Group 7
FOREWORD

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the Automotive Body, Chassis, Accessories and Garage Equipment Sectional Committee had been approved by the Transport Engineering Division Council.

In the preparation of this standard, considerable assistance had been taken from AIS-016/2000 'Automotive vehicles, seats, their anchorages and head restraints for category M1 — Specification' and ISO 6487:1987 'Road vehicles measurement techniques in impact test — Instrumentation'.

Seats, seatbelts, seatbelt anchorages etc, are safety critical items for the passenger in case of sudden acceleration/deceleration and accidents. Seats and their design, mounting, etc constitute substantially to the ride comfort of the vehicle users.

The composition of the Committee responsible for formulation of this standard is given in Annex B.

In reporting the results of a test or analysis made in accordance with this standard, if the final value observed or calculated is to be rounded off it should be done in accordance with IS 2:1960 'Rules for rounding off numerical values (revised)'.

Automotive Body, Chassis, Accessories and Garage Equipment Sectional Committee, TED 6
Indian Standard

AUTOMOTIVE VEHICLES — SEATS, THEIR ANCHORAGES AND HEAD RESTRAINTS FOR CATEGORY M1 — SPECIFICATION

1 SCOPE

1.1 This standard specifies the requirements of the strength of the seats and their anchorages, whether or not fitted with head restraints, the characteristics of head restraints and devices intended to protect the occupants from the danger, resulting from the displacement of luggage in a frontal impact, of vehicles of category M1.

1.2 It does not apply to folding, side-facing or rearward-facing seats or to any head restraints fitted to these seats.

2 REFERENCES

The following standards contain provisions, which through reference in this text, constitute provisions of this standard. At the time of publication the editions indicated were valid. All standards are subject to revision, and parties to agreements based on this standard are encouraged to investigate the possibility of applying the most recent editions of the standards indicated below:

<table>
<thead>
<tr>
<th>IS No.</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>13749 : 1993</td>
<td>Automotive vehicles — Determination of H-point — Method of test</td>
</tr>
</tbody>
</table>

3 TERMINOLOGY

For the purpose of this standard, the following definitions shall apply:

3.1 Approval of Vehicle — Means the approval of a vehicle, type with regard to the strength of the seats and their anchorages, the design of rear parts of the seat-backs and characteristics of their head restraints.

3.2 Vehicle Type — It is a category of motor vehicles which do not differ in such essential respects as:

3.2.1 The structure, shape, dimensions, materials and the mass of the seats, although the seats may be differ in covering and colour; differences not exceeding 5 per cent in mass of the approved seat type shall not be considered significant.

3.2.2 The type and dimensions of the adjustment, displacement and locking systems of the seat-back and seats and their parts.

3.2.3 The type and dimensions of the seat anchorages.

3.2.4 The dimensions, frame, materials and padding of head restraints, although they may differ in colour and covering.

3.2.5 The type and dimensions of the attachments of the head restraints and the characteristics of the part of the vehicle to which the head restraint is attached, in the case of a separate head restraint.

3.3 Seat — It is a structure which may or may not be integral with the vehicle structure complete with trim, intended to seat one adult person. The term covers both an individual seat or part of a bench seat intended to seat one person.

3.4 Bench Seat — It is a structure complete with trim, intended to seat more than one adult person.

3.5 Anchorage — It is the system by which the seat assembly is secured to the vehicle structure, including the affected parts of the vehicle structure.

3.6 Adjustment System — It is the device by which the seat or its parts can be adjusted to a position suited to the morphology of the seated occupant. This device may, in particular, permit.

3.6.1 Longitudinal Displacement

3.6.2 Vertical Displacement

3.6.3 Angular Displacement

3.7 Displacement System — It is a device by which the seat or one of its parts can be displaced and/or rotated, without a fixed intermediate position, to permit easy access of occupants to the space behind the seat concerned.

3.8 Locking Systems — It is a device ensuring that the seat and its parts are maintained in the position of use.

3.9 Folding Seat — It is an auxiliary seat intended for occasional use and normally folded.

3.10 Transverse Plane — It is a vertical plane perpendicular to the median longitudinal plane of the vehicle.
3.11 Longitudinal Plane — It is a plane parallel to the median longitudinal plane of the vehicle.

3.12 Head Restraint — It is a device whose purpose is to limit the rearward displacement of an adult occupant’s head in relation to his torso in order to reduce the danger of injury to the cervical vertebrae in the event of an accident.

3.12.1 Integrated Head Restraint
It is a head restraint formed by the upper part of the seat-back. Head restraints meeting the definitions of 3.12.2 or 3.12.3 below but which can only be detached from the seat or the vehicle structure by the use of tools or by partial or complete removal of the seat covering meet the present definition.

3.12.2 Detachable Head Restraint
It is a head restraint consisting of a component separable from the seat, designed for insertion and positive retention in the seat-back structure.

3.12.3 Separate Head Restraint
It is a head restraint consisting of a component separate from the seat, designed for insertion and/or positive retention in the structure of the vehicle.

3.13 R Point or the Seating Reference Point — It is the design point defined by the manufacturer which has co-ordinates determined in relation to the vehicle structure and corresponds to the theoretical positions of the point of torso/legs rotation for the lowest and the most rearmost normal driving position or position of use given to each seat provided by the vehicle manufacturer (see Fig. 1).

3.14 Torso Reference Line — It is a straight line of the manikin passing through the joint between the leg and the pelvis and the theoretical joint between the neck and thorax (see Fig. 1).

3.15 Partitioning System — It is the parts or devices which, in addition to the seat-backs, that is intended to protect the occupants from displaced luggage, in particular, a partitioning system may be constituted by netting or wire mesh located above the level of the seat backs in their upright or folded down position.

4 REQUIREMENTS

4.1 General Requirements Applicable to All Seats of Vehicles of Category M1

4.1.1 Every adjustment and displacement system provided shall incorporate a locking system, which shall lock automatically. Locking systems for armrests or other comfort devices are not necessary unless the absence of such devices will cause additional risk of injury to the occupants of a vehicles in the event of a collision.

4.1.2 The unlocking control for a device as referred in 3.8 shall be placed outside of the seat and accessible from the door. It shall be easily accessible to the occupant of the seat immediately behind the seat concerned, in case the entry to the rear seat is through the front door.

4.1.3 The rear parts of seats situated in area 1, defined in 5.8.2 shall pass the energy dissipation test prescribed in 5.8. This requirement is deemed to be met if in the tests carried out by the procedure specified in 5.8, the deceleration of the headform does not exceed 80 g continuously for more than 3 ms. Moreover, no dangerous edge shall protrude out during or after the test.

4.1.4 The requirements of 4.1.3 shall not apply to rearmost seats and back-to-back seats.

4.1.5 The surface of the rear parts of the seats shall exhibit no dangerous roughness or sharp edges likely to increase the risk of severity of injury to the occupants. This requirement is considered as satisfied if the surface of the rear parts of seats tested in the conditions specified in 5.1 exhibit radii of curvature not less than;

- 2.5 mm in area 1 (see 5.8.2);
- 5.0 mm in area 2 (see 5.8.3); and
- 3.2 mm in area 3 (see 5.8.4).

4.1.6 This requirement does not apply to:

a) The parts of the different areas exhibiting a projection of less than 3.2 mm from the surrounding surface, which shall exhibit blunted edges, provided that the height of the projection is not more than half its width.

b) Rearmost seats and back-to-back seats.

c) Rear parts of seats situated below a horizontal plane passing through the lowest R point in each row of seats (where rows of seats have different heights, starting from the rear, the plane shall be turned up or down forming a vertical step passing through the R point of the row of seats immediately in front).

d) Parts such as “flexible wire mesh”.

4.1.7 In area 2, defined in 5.8.3, surfaces may exhibit radii less than 5 mm, but not less than 2.5 mm provided that they pass the energy dissipation test prescribed in 5.8. Moreover, these surfaces must be padded to avoid direct contact of the head with the seat frame structure.

4.1.8 If the areas defined above contain parts covered with material softer than 50 Shore A hardness, the above requirements, with the exception of those relating to the energy-dissipation test prescribed in 5.8 shall apply only to the rigid parts.
4.1.9 A head restraint shall be mounted on every outboard front seat. Seats fitted with head restraints intended for fitment in other seating positions and other categories of vehicles may also be tested according to this standard.

4.2 Special Requirements for Seats Fitted or Capable of Being Fitted with Head Restraints

4.2.1 The presence of the head restraint must not be an additional cause of danger to occupants of the vehicle. In particular, it shall not in any position of use exhibit any dangerous roughness or sharp edge liable to increase the risk or seriousness of injury to the occupants.

4.2.2 Parts of the front and rear faces of the head restraints situated in area 1, as defined in 5.8.2 shall pass the energy absorption test. This requirement is deemed to be met, if in the tests carried out by the procedure specified in 5.8, the deceleration of the head form does not exceed 80 g continuously for more than 3 ms. Moreover, no dangerous edge should protrude out during or after the test.

4.2.3 Parts of the front and rear faces of the head
restraints situated in area 2, as defined in 5.8.3.2, shall be so padded as to prevent any contact of the head with the components of the structure and shall meet the requirements of 4.1.3 applicable to the rear parts of seats situated in area 2.

4.2.4 The requirements of 4.2.2 and 4.2.3, shall not apply to parts of rear faces of head restraints designed to be fitted to seats behind which no seat is provided.

4.2.5 The head restraint shall be secured to the seat or to the vehicle structure in such a way that no rigid and dangerous parts project from the padding of the head restraint or from its attachment to the seat-back as a result of the pressure exerted by the headform during the test.

4.2.6 In the case of a seat fitted with a head restraint, the provisions of 4.1.3 may, after agreement of the test agency, be considered to be met if the seat fitted with its head restraint complies with the provisions of 4.2.2.

4.2.7 In the case of a seat capable of being fitted with a head restraint, the provisions of 4.1.3 and 4.2.2 shall be verified.

4.3 Requirements of Seat-Back, Seat Anchorage and the Adjustment, Locking and Displacement Systems

4.3.1 No failure shall occur in the seat frame or in the seat anchorage, the adjustment and displacement systems or their locking devices during or after the tests prescribed in 5.2 and 5.3. Permanent deformation, including ruptures, may be accepted, provided that these do not increase the risk of injury in the event of collision and the prescribed loads were sustained.

4.3.2 No release of the locking systems shall occur during the tests described in 5.3.

4.3.3 After the tests, the displacement systems intended for permitting or facilitating the access of occupants must be in working order — they must be capable, at least once, of being unlocked and must permit the displacement of the seat or the part of the seat for which they are intended.

4.3.4 Any other displacement as well as adjustment and their locking systems are not required to be in working order, after the tests.

4.3.5 In the case of seats provided with the head restraints, the strength of the seat-back and its locking devices is deemed to meet the requirements set out in 5.2 when, after testing in accordance with 5.4.2.8, no breakage of the seat or seat-back has occurred. Otherwise, it must be shown that the seat is capable of meeting the test requirements set out in 5.2. In the case of bench seats with more places to sit than head restraints, the test described in 5.2 shall be carried out.

4.4 Height of Head Restraints

4.4.1 The height of head restraints shall be measured as described in 5.5.

4.4.2 For head restraints not adjustable for height, the height shall be not less than 750 mm in the case of front seats and 700 mm in the case of other seats.

4.4.3 For Head Restraints Adjustable for Height

4.4.3.1 The height shall be not less than 750 mm in the case of front seats and 700 mm in the case of other seats; this value shall be obtained in any one position between the highest and the lowest position to which adjustment is possible.

4.4.3.2 In the case of seats other than the front seats, the head restraints may be such that they can be displaced to a position resulting in a height of less than 700 mm, provided that such position is clearly recognizable to the occupant as not being included for the use of the head restraint.

4.4.3.3 In the case of front seats, head restraints may be such that they can be automatically displaced when the seat is not occupied, to a position resulting in a height up to 700 mm, provided that they automatically return to the position of use when the seat is occupied.

4.4.4 The dimensions mentioned in 4.4.2 and 4.4.3.1 may be less than 750 mm in the case of front seats and 700 mm in the case of other seats to leave adequate clearance between the head restraint and the interior surface of the roof, the windows or any part of the vehicle structure. However, the clearance shall not exceed 25 mm. In the case of seats fitted with displacement and/or adjustment systems, this shall apply to all seat positions.

4.5 Width of Head Restraint

The width of the head restraint shall be such as to provide appropriate support for the head of a person normally seated. As determined according to the procedure described in 5.6, the head restraint shall cover an area extending not less than 85 mm to each side of the vertical median plane of the seat for which the head restraint is intended.

4.6 Requirements of Head Restraint Gaps

4.6.1 There shall be no gap of more than 60 mm between the seat-back and the head restraint in the case of a device not adjustable for height. If the head restraint is adjustable for height, it shall, in its lowest position, be not more than 25 mm from the top of the seat-back. In the case of seats or bench seats adjustable in height provided with separate head restraints, this requirement shall be verified for all the positions of the seat or bench seat.
4.6.2 In the case of head restraints integral with the seat-back, the area to be considered is:

4.6.2.1 Above a plane perpendicular to the reference line at 540 mm from the $R$ point.

4.6.2.2 Between the two vertical longitudinal planes passing at 85 mm on either side of the reference line. In this area, one or more gaps which regardless of their shape can show a distance $a$ (see Fig. 2 and Fig. 3) of more than 60 mm when measured as described in 5.7 are permitted provided that, after the additional test under 5.4.2.5 the requirements of 4.7 are still met.

4.6.2.3 In the case of head restraint adjustable for height, one or more gaps, which regardless of their shape can show a distance $a$ (see Fig. 2 and Fig. 3) of more than 60 mm when measured as described in 5.7, are permitted on the part of the device serving as a head restraint provided that, after the additional test under 5.4.2.5, the requirements of 4.7 are still met.

4.7 Requirements of Head Restraint Performance

4.7.1 The head restraint and its anchorage shall be such that the maximum backward displacement $X$ of the head permitted by the head restraint and measured in conformity with the static procedure laid down in 5.4.2, is less than 102 mm (see Fig. 1).

4.7.2 The head restraint and its anchorage shall be strong enough to bear without breakage the load specified in 5.4.2.8. In the case of head restraints integral with the seat-back, the requirements of this shall apply to the part of the seat-back structure situated above a plane perpendicular to the reference line at 540 mm from the $R$ point.

4.7.3 If the head restraint is adjustable, it shall not be possible to raise it beyond the maximum operational height except by deliberate action on the part of the user, distinct from any act necessary for its adjustment.

4.8 Requirements Regarding the Protection of Occupants from Displaced Luggage

4.8.1 Seat-Backs

Seat-backs and/or head restraints located such that they constitute the forward boundary of the luggage compartment, all seats being in place and in the normal position of use as indicated by the manufacturer, shall have sufficient strength to protect the occupants from displaced luggage in a frontal impact. This requirement is deemed to be met if, during and after the test described in 5.9, the seat-backs remain in position and the locking mechanisms remain in place. However, the deformation of the seat-backs and their fastenings during the test is permitted, provided that the forward contour of the tested seat-back and/or head restraint does not move forward of a transverse vertical plane which passes through a point of 150 mm forward of the $R$ point of the seat in question, excluding the rebound phase(s) of the test blocks. All measurements shall be taken in the longitudinal median plane of the corresponding seat or seating position for each seating position constituting the forward boundary of the luggage compartment. In case of the head restraint systems, the measurements of the forward contour shall

NOTES

1 Determination of Dimension $a$ of Head Restraint Gaps (see 4.6.2.2).

2 Section A–A is to be made in a point of the gap area which allows the maximum sphere intrusion without exerting any load.

FIG. 2 HORIZONTAL GAPS
be taken for all rigid parts according to the provisions of 4.1.8. During the test described in 5.9, the test blocks shall remain behind the seat-back(s) in question.

4.8.2 Partitioning Systems

4.8.2.1 At the request of the vehicle manufacturer, the test described in 5.9, may be carried out with the partitioning systems in place, if these systems are fitted as standard equipment for the particular type of vehicle.

Partitioning systems, netting wire mesh located above the seat-backs in their normal position of use shall be tested according to 5.9.3.3.

4.8.2.2 This requirement is deemed to be met if, during the test, the partitioning systems remain in position. However, the deformation of the seat-backs and their fastenings during the test is permitted, provided that the forward contour of the parts of the tested seat-back and/or head restraint(s), that are harder than 50 Shore A, does not move forward of transverse vertical plane which passes through a point of 150 mm forward of R point of the seats in question, for the parts of the head restraint and a point of 100 mm forward of R point of the seats in question, for the parts of seat-back excluding the rebound phases of the test blocks. All measurements shall be taken in the longitudinal median plane of the corresponding seat or seating position for each seating position constituting the forward boundary of the luggage compartment.

4.8.2.3 After the test, no sharp or rough edges likely to increase the danger or severity of injuries of the occupants shall be present.

4.8.3 Head Restraints

Head restraints fitted as standard equipment for the particular type of vehicle shall be considered as part of the partitioning system during the tests described in 5.9.

4.8.4 The requirements mentioned in 4.8.1 and 4.8.2 shall not apply to luggage retention systems which are activated automatically in case of an impact. The manufacturer shall demonstrate to the satisfaction of the test agency that the protection offered by such systems is equivalent to that described in 4.8.1 and 4.8.2.

5 TESTS

5.1 General Specification Applicable to All Tests

5.1.1 The seat-back, if adjustable, shall be locked in a position corresponding to a rearward inclination as close as possible to 25° from the vertical of the torso reference line of the manikin described in IS 13749, unless otherwise specified by the manufacturer.

5.1.2 When a seat, its locking mechanism and its installation are identical or symmetrical with respect to another seat on the vehicle, the test agency may test only one such seat.
5.1.3 In the case of seats with adjustable head restraints, the tests shall be conducted with the head restraints placed in the most unfavourable position (generally, the highest position) allowed by its adjusting system.

5.1.4 Technical specifications of the seats, its anchorages and head restraints as specified in Annex A, shall be provided by the vehicle manufacturer for evaluation as per the requirements of this standard.

5.2 Test of Strength of the Seat-Back and Its Adjustment Systems

A force producing a moment of 530 Nm in relation to R point shall be applied longitudinally and rearwards to the upper part of the seat-back frame through a component simulating the back of the manikin described in IS 13749. In the case of a bench seat, where part or all of the supporting frame (including that of the head restraints) is common to more than one seating position, the test shall be conducted simultaneously for all those seating positions.

5.3 Test of Strength of the Seat Anchorage and the Adjustment, Locking and Displacement Systems

5.3.1 Requirements

A longitudinal horizontal deceleration of not less than 20 g shall be applied for 30 milliseconds in the forward and rearward directions to the whole shell of the vehicle one after the other, in accordance with the requirements of 5.3.3. At the request of the manufacturer, the test pulse described in Fig. 4 may be used alternatively.

5.3.2 Test Set-up

5.3.2.1 The requirements of 5.3.1 shall be verified for all positions of the seat. In the case of seats fitted with an adjustable head restraint, the test shall be conducted with the head restraints placed in the most unfavourable position (generally the highest position) allowed by its adjusting system. During the test, the seat shall be so positioned that no external factor shall prevent the release of the locking systems.

5.3.2.2 These conditions shall be considered to be met if the seat is tested after being adjusted in the following positions:

a) The longitudinal adjustment is fixed on notch or 10 mm rearward of the most forward normal driving position or position of use as indicated by the manufacturer (for seats with independent vertical adjustment, the cushion shall be placed in its highest position);

b) The longitudinal adjustment is fixed on notch or 10 mm forward of the most rearward normal driving position or position of use as indicated by the manufacturer (for seats with independent vertical adjustment, the cushion shall be placed in its lowest position), and, where appropriate, in accordance with the requirements of 5.3.2.3.

![Fig. 4 SLED DECELERATION AS A FUNCTION OF TIME (FRONTAL IMPACT)](image-url)
5.3.2.3 In cases where the arrangement of the locking system is such that, in a seat position other than those defined in 5.3.2.2, the distribution of the forces on the locking devices and seat anchorages would be less favourable than either of the configurations defined in 5.3.2.2, the tests shall be conducted for the least favourable seating position.

5.3.3 Test Procedure for Resistance to Inertia Effects

5.3.3.1 The seats to be tested shall be mounted on the vehicle body for which they are designed. This vehicle body shall be firmly anchored on a test trolley as prescribed in 5.3.3.2.

5.3.3.2 The method used for anchoring the vehicle body on the test trolley shall not result in a reinforcement of the seat anchorages.

5.3.3.3 The seats and their parts shall be adjusted and locked as prescribed in 4.1.1 and in one of the positions described in 5.3.2.

5.3.3.4 If the seats of a group do not present essential differences in the sense of 3.2, the tests prescribed in 5.3.1 may be carried out with one seat adjusted to its foremost position and the other seat adjusted to its rearmost position.

5.3.3.5 The trolley deceleration is measured with data channels of frequency class CFC 60 corresponding to the characteristics of ISO 6487.

5.3.4 The test conditions of 5.3.1 shall be considered to be satisfied if, at the request of the manufacturer, they are replaced by a collision test of the complete vehicle in running order against a rigid barrier as laid down in 5.3.5. In this case, the seat shall be adjusted for the least favourable conditions of distribution of stresses in the anchorages system as provided for in 5.1.1 and 5.3.2.

5.3.5 Collision Test of the Complete Vehicle Against a Rigid Barrier

5.3.5.1 The barrier shall consists of a block of reinforced concrete of not less than 3 m width, not less than 1.5 m height and not less than 0.6 m thickness. The front face shall be perpendicular to the final part of the run-up track and shall be covered with plywood boards 19 ± 1 mm thick. At least 90 tons of earth shall be compressed behind the block of reinforced concrete. The barrier of reinforced concrete and earth may be replaced by obstacles having the same front surface, provided that they give equivalent results.

5.3.5.2 At the moment of impact the vehicle shall run free. It shall reach the obstacle on a course perpendicular to the collision wall; the maximum lateral misalignment allowed between the vertical median line of the front of the vehicle and the vertical median line of the collision wall shall be ± 30 cm; at the moment of impact the vehicle shall no longer be subjected to the action of any additional steering or propelling device. The speed on impact shall be between 48 km/h and 53 km/h.

5.3.5.3 The fuel feed system shall be filled to at least 90 per cent of its capacity with fuel or an equivalent liquid.

5.4 Test of the Performance of the Head Restraint

5.4.1 Test Set-up

5.4.1.1 If the head restraint is adjustable, it shall be placed in the most unfavourable position (generally the highest position) allowed by its adjustment system.

5.4.1.2 In the case of a bench seat, where part or all of the supporting frame (including that of the head restraints) is common to more than one seating position, the test shall be conducted simultaneously for all those seating positions.

5.4.2 Test Procedure

5.4.2.1 All lines including the projections of the reference line, shall be drawn in the vertical median plane of the seat or seating position concerned (see Fig. 1).

5.4.2.2 The displaced reference line is determined by applying to the part simulating the back of the manikin referred to in IS 13749, an initial force producing a rearward moment of 373 Nm about the R point.

5.4.2.3 By means of a spherical headform 165 mm in diameter, an initial force producing a moment of 373 Nm about the R point is applied at right angles to the displaced reference line at a distance of 65 mm below the top of the head restraint, the reference line being kept in its displaced position in accordance with 5.4.2.2.

5.4.2.4 If the presence of the gaps prevents the application of the force prescribed in 5.4.2.3 at 65 mm from the top of the head restraint, the distance may be reduced so that the axis of the force passes through the centre line of the frame element nearest to the gap.

5.4.2.5 In the cases described in 4.6 and 4.7 above, the test shall be repeated by applying to each gap, using a sphere of 165 mm in diameter, a force passing through the centre of gravity of the smallest of the sections of the gap, along transversal plane parallel to the reference line, and reproducing a moment of 373 Nm about the R point.

5.4.2.6 The tangent Y to the spherical head form, parallel to the displaced reference line is determined.
5.4.2.7 The distance X, provided for in 4.7 above, between the tangent Y and the displaced reference line is measured.

5.4.2.8 To check the strength of the head restraint, the initial load specified in 5.4.2.3 and 5.4.2.5 are increased to 890 Nm unless the breakage of the seat or seat-back occurs earlier.

5.5 Determination of the Height of the Head Restraint (see Fig. 5)

5.5.1 All lines, including the projection of the reference line, shall be drawn in the vertical median plane of the seat or seating position concerned, the intersection of such plane with the seat determining the contour of the head restraint and of the seat-back (see Fig. 5).

5.5.2 The manikin referred to in IS 13749 shall be placed in a normal position on the seat.

5.5.3 The projection of the reference line of the manikin shown in IS 13749 is then in the seat concerned, drawn in the plane specified in 5.4.2.1.

5.5.4 The tangent S to the top most point of the head restraint is drawn perpendicular to the reference line.

5.5.5 The distance \( h \) from the \( R \) point to the tangent \( S \) is the height to be taken into consideration in implementing the requirements of 4.4.

5.6 Determination of the Width of the Head Restraint (see Fig. 6)

5.6.1 The plane \( S \) perpendicular to the reference line and situated 65 mm below the tangent \( S \) defined in 5.5.4 determines a section in the head restraint bounded by the section \( C \).

5.6.2 The width of the head restraint to be taken into consideration in implementing the requirements of 4.5, is the distance \( L \) measured in the plane \( S \) between the vertical longitudinal planes \( P \) and \( P' \)

5.6.3 The width of the head restraint shall if necessary also be determined in the plane perpendicular to the reference line 635 mm above the \( R \) point of the seat, this distance being measured along the reference line.

5.7 Determination of Distance \( a \) of Head Restraint Gaps (see Fig. 2 and Fig. 3)

5.7.1 The distance \( a \) shall be determined for each gap and in relation to the front face of the head restraint, by means of a sphere having a diameter of 165 mm.

5.7.2 The sphere shall be put into contact with the gap in a point of the gap area which allows the maximum sphere intrusion, considering no load is to be applied.

5.7.3 The distance between the two points of contact of the sphere with the gap will constitute the distance \( a \) to be considered for the evaluation of the provision under 4.6.

5.8 Tests for Checking Energy Dissipation on the Seat-Back and Head Restraint

5.8.1 The surfaces of the rear parts of seats to be checked are those situated in the areas defined below which can be contacted by a 165 mm diameter sphere when the seat is mounted in the vehicle.

\[
\begin{align*}
R &= \text{Reference point} \\
 r &= \text{Reference line} \\
 h &= \text{Height} \\
 S-S' &= \text{Line drawn perpendicular to the reference line passing through the top most point of head restraint}
\end{align*}
\]

**Fig. 5** Determination of Height of Head Restraint
5.8.2 Area 1

5.8.2.1 In the case of separate seats without head restraints, this area shall include the rear part of the seat-back between the longitudinal vertical planes situated at 100 mm on either side of the longitudinal median plane of the seat centre line, and above a plane perpendicular to the reference line 100 mm below the top of the seat-back.

5.8.2.2 In the case of bench seats without head restraints, this area shall extend between the longitudinal vertical planes situated at 100 mm on either side of the longitudinal median plane of each designated outboard seating position defined by the manufacturer and above a plane perpendicular to the reference line 100 mm below the top of the seat-back.

5.8.2.3 In the case of seats or bench seats with head restraints, this area shall extend between the longitudinal vertical planes, on either side of and 70 mm from the longitudinal median plane of the seat or of the seating position concerned and situated above the plane perpendicular to the reference line 635 mm from the R point. For the test, the head restraint, if adjustable shall be placed in the most unfavourable position (generally the highest) permitted by its adjustment system.

5.8.3 Area 2

5.8.3.1 In the case of seats or bench seats without head restraints and seats or bench seats with detachable or separate head restraints, area 2 shall extend above a plane perpendicular to the reference line 100 mm distance from the top of the seat back, other than parts of area 1.

5.8.3.2 In the case of the seats or bench seats with integrated head restraints, area 2 shall extend above a plane perpendicular to the reference line 440 mm distance from the R point of the seat or of the seating position concerned, other than parts of area 1.

5.8.4 Area 3

Area 3 is defined as the part of the back of the seat or the bench seats situated above the horizontal planes defined in 4.1.6(c), excluding parts situated in area 1 and area 2.

5.8.5 Test Procedure for Checking Energy Dissipation

The test should be carried out as described below:

5.8.6 Test Set-up

5.8.6.1 The seat, as mounted in the vehicle, shall be firmly secured to the test bench with the attachment parts provided by the manufacturer, so as to remain stationary when the impact is applied.

5.8.6.2 The seat-back, if adjustable, shall be locked in the position specified in 4.1.1.

5.8.6.3 If the seat is fitted with a head restraint, the head restraint shall be mounted on the seat-back as in the vehicle. Where the head restraint is separate, it shall be secured to the part of the vehicle structure to which it is normally attached.

5.8.6.4 If the head restraint is adjustable, it shall be placed in the most unfavourable position allowed by its adjusting systems.
5.8.7 Test Apparatus

This apparatus consists of a pendulum whose pivot is supported by a ball-bearing and whose reduced mass at its centre of percussion is 6.8 kg. The lower extremity of the pendulum consists of a rigid headform 165 mm in diameter whose center is identical with the centre of percussion of the pendulum. The relationship of the reduced mass \( m_r \) of the pendulum to the total mass \( m \) of the pendulum at a distance \( a \) between the center of percussion and the axis of rotation and at a distance \( l \) between the center of gravity and the axis of rotation is given by the formula:

\[
m_r = (m) \times (l/a)
\]

5.8.8 Test Instrumentation

5.8.8.1 The headform shall be fitted with two accelerometers and a speed-measuring device, all capable of measuring values in the direction of impact.

5.8.8.2 The recording instruments used shall be such that the measurements can be made with the following degrees of accuracy.

5.8.8.2.1 Acceleration

Accuracy : \( \pm 5 \) per cent of the actual value.

Frequency class of data channel: Class 600 corresponding to ISO 6487.

Cross axis sensitivity : \(<5 \) per cent of the lowest point on the scale.

5.8.8.2.2 Speed

Accuracy : \( \pm 2.5 \) per cent of the actual value

Sensitivity : 0.5 km/h

5.8.8.2.3 Time recording

The instrumentation shall enable the action to be recorded throughout its duration and readings to be made within one-thousandth of a second.

The beginning of the impact at the moment of first contact between the headform and the item being tested shall be detected on the recording used for analysing the test.

5.8.9 Test Procedure

5.8.9.1 Test on the seat-back

With the seat installed as indicated in 5.8.6, the direction of impact from the rear towards the front shall be situated in a longitudinal plane at an angle of 45° from the vertical. The impact points shall be selected by the test agency in area 1 as defined in 5.8.2, or if necessary, in area 2 as defined in 5.8.3 on surfaces exhibiting radii of curvature less than 5 mm.

5.8.9.2 Tests on the head restraint

The head restraint shall be fitted and adjusted as indicated in 5.8.6. Impacts shall be performed on points selected by the test agency in area 1 as defined in 5.8.2 and possibly in area 2 as defined in 5.8.3 on surfaces exhibiting radii of curvature less than 5 mm as given below:

For the rear face, the direction of impact from the rear towards the front shall be in a longitudinal plane, at an angle of 45° from the vertical.

For the front face, the direction of impact from the front towards the rear shall be horizontal in a longitudinal plane.

The front and rear zones are respectively bounded by the horizontal plane tangential to the top of the head restraint as determined in 5.5.

5.8.9.3 The headform shall strike the test item at a speed of 24 km/h. This speed shall be achieved either by the mere energy of propulsion or by using an additional impelling device.

5.8.10 Results

The deceleration rate shall be taken as the average of the readings on the two decelerometers.

5.9 Test Procedure for Devices Intended to Protect the Occupants Against Displacement of Luggage

5.9.1 Test Blocks

Rigid blocks, with the centre of inertia in the geometric centre.

Type 1

Dimensions : 300 mm \( \times \) 300 mm \( \times \) 300 mm with all edges and corners rounded to 20 mm.

Mass : 18 kg

Type 2

Dimensions : 500 mm \( \times \) 350 mm \( \times \) 125 mm with all edges and corners rounded to 20 mm.

Mass : 10 kg

5.9.2 Test Preparation

The details of test preparation and set-ups for various configurations are explained below.

5.9.3 Test of Seat-Backs (see Fig. 7)

5.9.3.1 General requirements

Two numbers of Type 1 test blocks shall be placed on the floor of the luggage compartment. In order to determine the location of the test blocks in the longitudinal direction, they shall first be positioned such that their front side contacts that part of the vehicle
which constitutes the forward boundary of the luggage compartment and that their lower side rests on the floor of the luggage compartment. They shall then be moved backwards and parallel to the longitudinal median plane of the vehicle until their geometrical centre has transversely a horizontal distance of 200 mm. If the dimensions of the luggage compartment do not allow a distance of 200 mm and if the rear seats are horizontally adjustable, these seats shall be moved forward to the limit of the adjustment range intended for normal occupant use, or to the position resulting in a distance of 200 mm, whichever is less. In other cases, the test blocks shall be placed as far as possible behind the rear seats. The distance between the longitudinal median plane of the vehicle and the inward facing side of each test block shall be 25 mm to obtain a distance of 50 mm between both blocks.

During the test, the seats must be adjusted to ensure that the locking system cannot be released by external factors. If applicable, the seats shall be adjusted as follows:

The longitudinal adjustment shall be secured one notch or 10 mm in front of the rearmost possible position of use specified by the manufacturer (for seats with independent vertical adjustment, the cushion shall be placed to its lowest possible position). The test shall be carried out with the seat-backs in their normal position of use.

If the seat-back is fitted with a headrest, the test must be carried out with the headrest placed in the highest position, if adjustable.

If the back(s) of the rear seat(s) can be folded down, they shall be secured in their upright normal position by the standard locking mechanism.

Seats behind which the Type 1 blocks cannot be installed are exempted from this test.

5.9.3.2 Vehicles with more than two rows of seats

If the rearmost row of seats is removable and/or can be folded down by the user according to the manufacturer's instructions in order to increase the luggage compartment area, then the seat row immediately in front of this rearmost row shall also be tested. However, in this case, the test agency, after consultation with the manufacturer, may decide not to test one of the two rearmost rows of seats if the seats and their attachments are of similar design and if the test requirement of 200 mm is respected. When there is a gap, allowing sliding of one Type 1 block past the seats, then the test loads (two numbers of Type 1 blocks) shall be installed behind the seats after agreement between the test agency and the manufacturer. The exact test configuration shall be noted in the test report.

5.9.3.3 Test of partitioning systems

For the test of the partitioning systems above the seat backs, the vehicle shall be fitted with a fixed raised test floor having a load surface that locates the centre of gravity of the test block centrally between the top edge of the bordering seat-back (without taking into account the headrests) and the bottom edge of the roof lining. A Type 2 test block is placed on the raised test floor with its largest surface 500 mm × 350 mm, centrally in relation to the longitudinal axis of the vehicle and with its surface 500 mm × 125 mm to the front. Partitioning systems behind which the Type 2 test block cannot be installed are exempted from this test. The test block is placed directly in contact with the partitioning system. In addition, two numbers of Type 1 test blocks are positioned in accordance with 5.9.3.1 in order to perform a simultaneous test on the seat-backs (see Fig. 8).

If the seat-back is fitted with a headrest, the test must be carried out with the headrest placed in the highest position, if adjustable.
5.9.4 Dynamic Testing of Seat-Backs and Partitioning Systems Used as Luggage Restraint Systems

The body of the passenger car shall be anchored securely to a test sled, and this anchorage shall not act as reinforcement for seat-backs and the partitioning system. After the installation of the test blocks as described in 5.9.3.1 or 5.9.3.2, the passenger car body shall be accelerated as shown in Fig. 8. With the agreement of the manufacturer, the above described test pulse corridor can be used alternatively to fulfill the test of the seat strength according to 5.3.1.

5.10 If a test method other than those specified in 5.2 to 5.9 is used, its equivalence shall be proved.

6 MARKING

6.1 Seats, anchorages and head restraints shall be legibly and indelibly marked with the following:

- Manufacturer's name or trade-mark;
- Part number and means of identification; and
- Month/Year of manufacture.

6.2 The product may also be marked with the Standard Mark.

6.2.1 The use of the Standard Mark is governed by the provisions of the *Bureau of Indian standards Act, 1986* and the Rules and Regulations made thereunder. The details of conditions under which the licence for the use of the Standard Mark may be granted to manufacturers or producers may be obtained from the Bureau of Indian Standards.

7 PACKING

Packing shall be done suitably to avoid damage during transit.
ANNEX A

(Clause 5.1.4)

AUTOMOTIVE VEHICLES SEATS, THEIR ANCHORAGES AND HEAD RESTRAINTS
FOR CATEGORY M1 : SPECIFICATIONS

Technical specifications required to be provided by vehicle manufacturer at the time of type of evaluation relevant to the requirements of this standard:

1. Trade name or mark of the motor vehicle ............
2. Vehicle type ..........................................................
3. Manufacturer’s name and address .........................
4. If applicable, name and address of the manufacturer’s representative ............................................................
5. Description of seats make ....................................
6. Number of seats fitted or capable of being fitted with head restraints, adjustable or not adjustable ....
7. Description of the adjustment, displacement and locking systems of the seat or of its parts and a description of occupant protection system against displacement of luggage ............................................
8. Description of seat anchorage ..............................
9. Longitudinal position of the seats during the tests
10. Documents be furnished along with test request:
10.1 Drawings, diagrams and plans of the seats, their anchorages on the vehicle, the adjustment and displacement systems of the seats and their parts, and their locking devices.
10.2 Photographs of the seats, their anchorages, the adjustment and displacement systems of the seats and their parts, and their locking devices and of additional occupant protection system against displacement of luggage.
10.3 In the case of seats fitted with head restraints, the head restraint shall be shown on all drawings, diagrams and photographs.
## ANNEX B

### (Foreword)

#### COMMITTEE COMPOSITION

**Automotive Body, Chassis, Accessories and Garage Equipment Sectional Committee, TED 6**

<table>
<thead>
<tr>
<th>Organization</th>
<th>Representative(s)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Automotive Research Association of India, Pune</td>
<td>SHRI BALRAJ BHANOT (Chairman)</td>
</tr>
<tr>
<td>Ashok Leyland Ltd, Chennai</td>
<td>SHRI S. M. HARGAPURKAR (Alternate)</td>
</tr>
<tr>
<td>Association State Road Transport Undertakings, New Delhi</td>
<td>SHRI C. B. S. MENON</td>
</tr>
<tr>
<td>Autoliv IFB India Ltd, Bangalore</td>
<td>SHRI K. HARIKRISHNAN (Alternate)</td>
</tr>
<tr>
<td>Automotive Component Manufacturers Association, New Delhi</td>
<td>DIRECTOR (TECHNICAL)</td>
</tr>
<tr>
<td>Bajaj Auto Ltd, Pune</td>
<td>SHRI V. RAGHU</td>
</tr>
<tr>
<td>Bajaj Tempo Ltd, Pune</td>
<td>SHRI S. RANGARAJAN (Alternate)</td>
</tr>
<tr>
<td>Central Farm Machinery Training &amp; Testing Institute (CFMTTI), P.O. Budni (M.P.)</td>
<td>ASSISTANT DIRECTOR</td>
</tr>
<tr>
<td>Central Institute of Road Transport, Pune</td>
<td>SHRI T. M. BALARAMAN</td>
</tr>
<tr>
<td>Controllerate of Quality Assurance (Vehicle-), Ahmednagar</td>
<td>SHRI V. M. MANEL (Alternate)</td>
</tr>
<tr>
<td>Eicher Motors Ltd, Pithampur</td>
<td>SHRI P. R. SHEVARARAMAN</td>
</tr>
<tr>
<td>General Motors India Pvt Ltd, Halol</td>
<td>SHRI A. M. KULKARNI (Alternate)</td>
</tr>
<tr>
<td>Institute of Road Traffic Education (IRTE), New Delhi</td>
<td>SHRI S. C. JAIN</td>
</tr>
<tr>
<td>Jaico Automobile Engineering Pvt Ltd, Bangalore</td>
<td>SHRI N. R. KACHARE</td>
</tr>
<tr>
<td>JCBL, LALRU (Punjab)</td>
<td>SHRI P. S. MUNOLI (Alternate)</td>
</tr>
<tr>
<td>KU Rajshree Parmar Memorial Foundation, Pune</td>
<td>JOIN CONTROLLER (ID-B)</td>
</tr>
<tr>
<td>Maharashatra State Road Transport Corporation, Mumbai</td>
<td>SHRI RAJINDER S. SACHDEVA</td>
</tr>
<tr>
<td>Mahindra &amp; Mahindra Ltd, Nashik</td>
<td>SHRI VIMAL MULCHANDANI (Alternate)</td>
</tr>
<tr>
<td>Maruti Udyog Ltd, Gurgaon</td>
<td>GENERAL MANAGER (R&amp;D)</td>
</tr>
<tr>
<td>Ministry of Heavy Industries &amp; Public Enterprises, New Delhi</td>
<td>SHRI ROHIT BALUZA</td>
</tr>
<tr>
<td>Ministry of Road Transport &amp; Highways, New Delhi</td>
<td>SHRI VINAY KULKARNI</td>
</tr>
<tr>
<td>Neptune Equipments (P) Ltd, Mumbai</td>
<td>SHRI SANDEEP DEWETT</td>
</tr>
<tr>
<td>Office of the Transport Commissioner, Mumbai</td>
<td>SHRI CHANDMAL M. PARMAR</td>
</tr>
<tr>
<td>Ordnance Factory Board, Vehicle Factory, Kolkata</td>
<td>SHRI P. N. RAJGOPADHYE</td>
</tr>
<tr>
<td>Rubby Coach Builders Pvt Ltd, Mumbai</td>
<td>SHRI KARATE</td>
</tr>
<tr>
<td>Small Scale Industries, New Delhi</td>
<td>SHRI B. BHAUMIK</td>
</tr>
<tr>
<td>Society of Indian Automobile Manufacturers (SIAM), New Delhi</td>
<td>SHRI R. V. DESHMUKHI (Alternate)</td>
</tr>
<tr>
<td>Satlej Motors Ltd, Jalandhar</td>
<td>SHRI P. AGRAWAL</td>
</tr>
<tr>
<td></td>
<td>SHRI R. K. PARMIDOO (Alternate)</td>
</tr>
<tr>
<td></td>
<td>SHRI B. N. DAS</td>
</tr>
<tr>
<td></td>
<td>SHRI R. K. JAISWAL (Alternate)</td>
</tr>
<tr>
<td></td>
<td>SHRI ALOK RAWAT</td>
</tr>
<tr>
<td></td>
<td>SHRI S. P. SHAH</td>
</tr>
<tr>
<td></td>
<td>SHRI S. B. SAHASRABUDHIE</td>
</tr>
<tr>
<td></td>
<td>SHRI K. N. ARYA</td>
</tr>
<tr>
<td></td>
<td>SHRI M. L. SUD (Alternate)</td>
</tr>
<tr>
<td></td>
<td>SHRI MANOJ D. KAPASHI</td>
</tr>
<tr>
<td></td>
<td>SHRI ASIMI MANJARI M. KAPASHI (Alternate)</td>
</tr>
<tr>
<td></td>
<td>SHRI J. K. ARYA</td>
</tr>
<tr>
<td></td>
<td>SHRI ATANU GANGULI</td>
</tr>
<tr>
<td></td>
<td>SHRI SUMIT SHARMA (Alternate)</td>
</tr>
<tr>
<td></td>
<td>SHRI K. S. WILKFU</td>
</tr>
<tr>
<td>Organization</td>
<td>Representative(s)</td>
</tr>
<tr>
<td>------------------------------------------------------------------------------</td>
<td>-------------------------------------------------------</td>
</tr>
<tr>
<td>Swaraj Mazda Ltd, Ropar</td>
<td>Shri S. R. Agraahari</td>
</tr>
<tr>
<td></td>
<td>Shri Lakshinder Singh (Alternate)</td>
</tr>
<tr>
<td>Tata Motors Ltd, Pune</td>
<td>Shri M. P. Kamath</td>
</tr>
<tr>
<td></td>
<td>Shri P. K. Banejee (Alternate)</td>
</tr>
<tr>
<td>Toyota Kirloskar Motors Ltd, Bangalore</td>
<td>General Manager (R&amp;D)</td>
</tr>
<tr>
<td>Tractor Manufacturers’ Association, New Delhi</td>
<td>Shri T. C. Gopalan</td>
</tr>
<tr>
<td>TRW Rane Steering System Ltd, District Chingalpet, Tamil Nadu</td>
<td>Shri S. M. Iobal</td>
</tr>
<tr>
<td>Vehicles Research &amp; Development Establishment, Ahmednagar</td>
<td>Shri D. Pandurangan</td>
</tr>
<tr>
<td></td>
<td>Shri S. Ramakrishna (Alternate)</td>
</tr>
<tr>
<td>Venkors &amp; Company, Patna</td>
<td>Shri V. N. Sharma</td>
</tr>
<tr>
<td></td>
<td>Shri Saipuddin Hussain (Alternate)</td>
</tr>
<tr>
<td>Volvo India Pvt Ltd, Bangalore</td>
<td>Shri Arne Knaben</td>
</tr>
<tr>
<td></td>
<td>Shri S. V. Suderson (Alternate)</td>
</tr>
<tr>
<td>BIS Directorate General</td>
<td>Shri K. K. Vashistha, Director and Head (TED)</td>
</tr>
<tr>
<td></td>
<td>[Representing Director General (Ex-officio)]</td>
</tr>
</tbody>
</table>

**Member Secretary**

Shri P. K. Sharma  
Director (TED), BIS
Bureau of Indian Standards

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote harmonious development of the activities of standardization, marking and quality certification of goods and attending to connected matters in the country.

Copyright

BIS has the copyright of all its publications. No part of these publications may be reproduced in any form without the prior permission in writing of BIS. This does not preclude the free use, in the course of implementing the standard, of necessary details, such as symbols and sizes, type or grade designations. Enquiries relating to copyright be addressed to the Director (Publications), BIS.

Review of Indian Standards

Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian Standards should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue of 'BIS Catalogue' and 'Standards : Monthly Additions'.

This Indian Standard has been developed from Doc : No. TED 6 (366).

Amendments Issued Since Publication

<table>
<thead>
<tr>
<th>Amend No.</th>
<th>Date of Issue</th>
<th>Text Affected</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

BUREAU OF INDIAN STANDARDS

Headquarters :
Manak Bhavan, 9 Bahadur Shah Zafar Marg, New Delhi 110 002
Telephones : 2323 01 31, 2323 33 75, 2323 94 02

Regional Offices :
Central : Manak Bhavan, 9 Bahadur Shah Zafar Marg
          NEW DELHI 110 002
          Telegrams : Manaksanstha
          (Common to all offices)
          { 2323 76 17
          2323 38 41

Eastern : 1/14 C.I.T. Scheme VII M, V. I. P. Road, Kantkurgachi
          KOLKATA 700 054
          { 2337 84 99, 2337 85 61
          2337 86 26, 2337 91 20

Northern : SCO 335-336, Sector 34-A, CHANDIGARH 160 022
          { 260 38 43
          260 92 85

Southern : C.I.T. Campus, IV Cross Road, CHENNAI 600 113
          { 2254 12 16, 2254 14 42
          2254 25 19, 2254 23 15

Western : Manakalaya, E9 MIDC, Marol, Andheri (East)
          MUMBAI 400 093
          { 2832 92 95, 2832 78 58
          2832 78 91, 2832 78 92

Branches : AHMEDABAD. BANGALORE. BHOPAL. BHUBANESHWAR. COIMBATORE. FARIDABAD.
          GHAZIABAD. GUWAHATI. HYDERABAD. JAIPUR. KANPUR. LUCKNOW. NAGPUR.
          NALAGARH. PATNA. PUNE. RAJKOT. THIRUVANANTHAPURAM. VISAKHAPATNAM.